ScopeCapture " Digital Microscope

User’s Manual

Welcome

Thank you for choosing ScopeCapture 11" digital microscope!

The ScopeCapture II" digital microscope is an exciting new

device to clear micro objects and has a wide applications, such
as,

Industrial Inspection

Computer Parts Inspection

Telecom Module Inspection

<N X

Scientific Teaching Tool

\

Medical Analysis

v' School Research Tool

v’ Insect Dissection / Examination

v Plant Dissection / Examination

v’ Skin Examination

v’ Textile Inspection

v’ Collections / Coin/ Jewelry Inspection
v’ Printing Inspection

v ..etc.



Please read this manual carefully before
using ScopeCapture II™ Digital
Microscope.
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Product Specifications

L 2R 2R 2R 2% 2% 2% 2% 2% 2% 2% 4

Operation system: Windows XP/Vista and Windows 7
PC interface: USB 2. 0 interface

Image Sensor:1/3 inches

Effective Pixels: 1600(H)x1200(V),1280(H)x1024(V), 640(H)x480(V), 320(H)x240(V)
Frame Rate:1600 x1200/15ftps or 640 x480/30ftps
Magnification: 10X -230X(17”LCD display)

White Balance: Auto.

Exposure: Auto

Illumination: 8 white adjustable LEDs

Power Consumption:Max.0.75W

Size: 102mm (L) X30mm (R)

Safety Cautions

L 2R 4

Avoid touching the lens with finger to dirty it and protect the product from electrostatic
damage.
Do not attempt to disassembly any part of this product.
Do not attempt to service this product yourself. Opening the covers may expose you to
dangerous voltage points or other risks.
Storing and operating ScopeCapture Il digital microscope at Temp: 0°C ~ 45°C, Humidity:
45% ~ 85%, as this will extend Product life and prevent damage to the product.
Do not allow this product to have contact with water or other liquids. If water or other
liquids enter the product interior, immediately unplug the product from PC. Continued
use of the product may result in fire or an electrical shock.
Do not use any detergent or volatile solution, which will damage the camera case,
painted surfaces and lens. Only use a kens brush on soft cloth to wipe clean.
Do not place this product near a heat source or expose direct flame, avoid the lens
damaged by high temperature or humidity
If the lens is dirty, please use a kens brush on soft cloth to wipe clean. Avoid touching it
with your fingers. Exercise care to avoid scratching the lens.
Need to read ScopeCapture Il digital microscope User’s Manual before using and storing
it.
To avoid electric shock, remove all electricity source before moving PC.



Package Contents

The ScopeCapture Il digital microscope package includes the following:
1. ScopeCapture Il Digital Microscope Device

CD (Driver)

Tripod Stand and Brick Stand

Travel bag

Calibration pattern x 2pcs

Tip x 2pcs

Gift Box

NS LA WN

System Requirements

PC’s system requirements:

1) 0S: Windows XP /Vista and windows 7
2) CPU: Pentium IV 1.0G, Celeron, AMD Athlon or above
3) CD-ROM driver
4) Available USB2.0 port
5)  Above 256 MB RAM
6) HDD storage space: at least 100MB
(for driver and application software installation)
7)  Graphic card: 16-bit or above support Direct 9.0C



Recommended specification for performance:

1)
2)
3)
4)
5)
6)
7)

OS: Windows XP SP2 or Vista SP1 or above

CPU: Core2- 2.0GHz or , AMD Athlon 64x2- 2.0GHz above
CD-ROM driver

Available USB 2.0 port

1.0Gb RAM or above

10GB available hard disk space or above

Graphic card: 32-bit above support DirectX 10 or above

Software Installation Process

The following instructions will guide you to through the process of installing the ScopeCapture I

digital microscope:

® Power on PC and place installation CD into CD-ROM drive, do not connect USB Cable from

ScopeCapture Il device to PC before software installation.

® Select software installation, and follow the instructions to complete installation.
® As driver installation completed, and if system asking for re-start, please re-start the

windows OS.

Note: The driver needs to be installed only once for each computer.



Installation the ScopeCapture Il Application Software

1. Place the installation CD into CD-ROM drive, the installation program should be started
automatically. Otherwise, please execute the ScopeCapture Il.EXE directly from the CD.

=

| I Install Menu .~

2. Press the key “Install Software”, you will see the following popup .Press “Next” to proceed or
“Cancel” to abort installation.

Welcome to the InstallShield Wizard for ScopeCapture Il

The InstallShieldR “Wizard will install ScopeCapture || on your computer. To continue, click Nest.




3. You will see the End User License Agreement. If you accept the License Agreement, then you
can Click the “Next” button which is available to process, or “Cancel” to abort installation.

apture IT - In

ead the following lic aareement carefully.

BY ACCEPTING, YOU (ORIGINAL PURCHASER]) INDICATE YOUR ACCEPTANCE OF

THESE TERMS. IF YOU DO NOT WISH TO ACCEPT THE PRODUCT UNDER THESE
TERMS YOU MAY CHOOSE NOT TO ACCEPT BY SELECTING "l decline...” AND NOT
INSTALLING THE SOFTWARE.

ScopeCapute [the Soﬂwale] is copyright 2007-2003 by Polypower. &ll rights are reserved. The
ORIGINAL PURCHASER is granted a LICENSE to use the software only, subject to the
following restrictions and limitations.

1. The license is to the original purchaser only, and is not transferable without prior written
Permission from Polypower.

2. The Original Purchaser may use the Software on a single computer owned or leased by the
Original Purchaser. You may not use the Software on more than a single machine even if you
own or lease all of them without the written consent of Polypower.

3. The Original Purchaser may not engage in, nor permits third parties to engage in, any of the
following:

A, Providing or permitting use of or disclosing the Software ta third parties.

License Agreement
e e

4. You will be able to install the application. Click “Install” to start to install, click “Cancel”
button, it will abort installation. Click on “Back” if you wish to read the End User License
Agreement again.

ypeCapture IT - Install® Wizard

Ready to Install the Program
The wizard is ready to begin installa

or change ahy of your installation settings, clic celto exit the

L
Click Install to begin the installation




You will see the following progress bar below indicating that the installation is proceeding. If

click “Cancel” button, it will abort installation.

eCapture II - In:

Setup Status

ScopeCapture |l is configuring your ne

are installation

Wait until you see the following popup and press “Finish” button.

InstallShield Wizard Complete

ully installed ¢ eCapture Il. Click Finish to




7. Please also install “ffdshow”. And press “Next” to complete the installation.

‘ FF Setup - ffdshow
|

ffdshow [rev 3128] [2009-11-08]

This will install ffdshow on your computer.

It is recommended that you close all other applications before
continuing.

Click Next to continue, or Cancel to exit Setup.

Mexb i [ Cancel ]

8. Please plug USB cable to ScopeCapture Il digital microscope Device to connect with PC.
System will automatically search and install the driver. Wait until you see this message that

system show “Your new hardware is installed and ready to use”.

i) Found New Hardware *

DigitalMicroscope
A

i) Found New Hardware X
Your new hardware is installed and ready to use.

Now the software installation was completed, you can use ScopeCapture Il digital microscope.



ScopeCapture Il Digital Microscope Connection

The following procedure will show you how to properly connect ScopeCapture Il digital

microscope with your PC.

Connect USB Cable on ScopeCapture Il digital microscope to PC USB port




ScopeCapture Il Digital Microscope Operation

The following process will show you how to operate ScopeCapture Il digital microscope.
To have a right image, suggest holding ScopeCapture Il digital microscope as shown:

-

Put the to-be-observed object near the ScopeCapture Il digital microscope, the distance
between both (object distances) don’t exceed to 15CM.
Adjust the focus: Use any finger to rotate the “A” roller as shown, till the image is vivid.

-
=:

iii.

=
=

‘A” Roller

iv. The Zoom times will be larger as ScopeCapture Il digital microscope is closer to the observed
object.

V. When the observed object is located at the top of the transparent cover, there are two focus

positions, each with different zoom times (230x and 50X), can be found by rotating the roller.
If you want 51X~229X and 231X~250X zoom times, you must take off the transparent cover
to adjust the object distance.



ScopeCapture Il Application Software

Note: Before start ScopeCapture Il, please make sure ScopeCapture Il digital microscope has been

.

ScopeCapture
Double-Click ScopeCapture Il icon on desktop II , the ScopeCapture Il main screen will be

connected to PC via USB line

shown as below:




Tool Bar Description

™ Preview . . .
1o ___1: Two statuses as below: Show real-time images or ready to view captured

picture/video on preview area.

5 !]Capture
3 s Video

: Take Picture

: Take Video

i Timer . .
4. —/——___: Take time lapsed Pictures

Confi

S.Q: Setting--Picture and Video setting

b#\}‘ Save H " ” ” ” " L
6. : Save as--A took-picture can be saved as “jpg”, “bmp”, “pbng”, or “gif” to your
specified disk.

S Email _
7 _: Email

Language

8. a :Language

About
9. -®_ : About

10‘ [ 1 Picture | §@E Video |

Picture/Video Folder is on the left side of the program, which contains the thumbnails of picture
or video captured by the program.

Picture / Video Folder

The Pictures/video in the folder will not be automatically deleted when closing the program. Thus,
it is suggested to save manually the needful picture or video, and then keep this folder clean for
file security and program’s performance concern.

Take Picture

. oo I !JCapture . .
You can take picture by clicking thel- icon on Tool bar or press this “Capture

button-< C >” on ScopeCapture Il USB Cable Control device.

Take Video

’ Vid
The Video can be taken by clickinqleg“ — icon on Tool bar. (Note: This is Video folder

as below).

Recorder setting:



1. Frame rate: it is the number of frames or images that are projected or displayed per
second. The number range is 1~30

2. Timer limit: it is the time of video recording to avoid video file size exceed to the space of
disk. The number range is 1~99999

3. Stop: it is available to stop the video recording before the timer setting.

Frame Rate EI {1 ~30)
(V] Time (second) {1 ~ 99999)

..................................

Take time lapsed Pictures

. . . @i Timer
You can take time lapsed Pictures by click the icon of Tool Bar as below shown.

Capture Picture with Timer

Start Time | 2010/ 05/ 28 il
110 4437 =]
Interval !00 min: 03 sec 2
Capture |8 ’Frame
File Size |4z:.-f«:: ]MB
Completed: 0 Frame
Lok [ Cancel

Setting

You can select video resolution and set the parameter of video properties by click the

15



I Confi
—7. 3 botton.

Device Properties
Video Resolution 1600x1200 v |
Video Properties
I_l -~
Brightness U 128 v
Contrast G :
Saturation {J =
Sharpness O [[:l =
Gamma [T} =
U x
[ oK ] [ Cancel

Save as

I Video
You can select a picture or video in Picture/Video folder, then click the -4&'

” u

the file can be saved as picture (“jpg”, “bmp”, “png”, or “gif” format) or video to your specified
disk. Show as below.

Save As .

Savein: ID My Documents V‘ &) ? 4 '

\ \a Microscope Album
i ‘,, |_JMicroscope Log
MyRecent  ()Microscope Media
Documents | |ZAmy Music
— \f} My Pictures
s
LS ] My Videos

&

Desktop

My Documents

| )

o

My Computer

‘Q File name: l arab2009-12-16_19-37-28_218 v ‘ | Save I
D

My Network Save as type: \ Bitmap File*.bmp) v ‘ Cancel

Bitmap File{*. by
Jpeg File(*.ipg) )
Portable Network Graphic[”.png)
GIF File[".gif)




Email

You can send a selected picture or video as email attachment to other guy by clicking the

ﬂ Email

Icon of Tool Bar.

i New Message @LZ
| Fle Edt Yew lIwsert Format  Jook  Message Help ﬂ?
: ’ . = »
= & v &

i send G zof P ‘ Check

Mmre: |

m|mce |

Subject: |

Attach: Bcw.m(m.om

E I U A - —

Language

I Language
You can click the —8 icon to change the Application panel display language.

English v

Arabic (d,=11)
German (Deutsch

|

Spanish (Espariol)

French (Francais)

Italian (Italiano)

Japanese { AAEE)

Korean (ZH=20)

Polish {Polski)

Portuguese {Portugués)
Russian {Pycckui)

Chinese Simplified (937 &%)
Chinese Traditional (A7 548D




1.

About

About
You can click the @ icon of Tool Bar for help. It will pop the following message:

About ScopeCapture Il: you can check your present version via it as below shown:

PL b out

, ScopeCapture 1.1.1.2
Copyright {C) 2009

Full Screen Display and Return

These displays of real time preview or picture view/video playback can be enlarged to full screen
by clicking the 8l icon on right-top of program screen or double-clicking the left key of mouse in
a site of the preview area.

To return from full screen display mode, please press “ESC” key of keyboard or double-clicking the
left key of mouse.

Menu Function List

Add in cross line/coordinates/circles/timer on preview area: The mouse stay in the preview
area, then click the right key and pop the menu as below. You can click the item you want. You

also can capture the picture with cross line/coordinates/circles/timer mark.

18



2.

Select a file in picture/video folder, then clicking the right key of mouse and pop the menu
as below.

Delete A1

E-Mail

Note: Open-- use “paint” to open it for picture file; use “windows media player” to open it for
video file.

19



View Picture

You can double-click the selected picture in Picture folder to view it as below shown;

:Zoom In

Video Playback

:Zoom Out

You can double-click the selected video in video folder to play back it as below shown

20






Troubleshooting

Common Fix

A. |If ScopeCapture Il device and ScopeCapture Il application were working OK and suddenly
stops working properly, Please try the following:

Unplug or Power off ScopeCapture Il device from PC
Close ScopeCapture Il program
After waiting for 1 minute, plug or power on ScopeCapture Il device

A LN R

open ScopeCapture Il program

B. For under Recommended PC specification (see 4th page), maybe ScopeCapture Il program does
not work properly, Please use the application like AMCAP.exe: direct open it to work,(maybe
need these steps: ToolBar->Device: select “ScopeCapture Il device; ToolBar->Option: select
“Preview”)

C. For Vista first version OS system (Not Vista SP1), maybe there is this issue: there are not any
images (black screen) on preview area, please try: Toolbar->setting->default->0Ok)

D. After PC resume from standby or hibernate, maybe ScopeCapture Il will not work properly,
please close it and re-open to try.

Q&A

Q1. Why the object cannot be found on the display of the ScopeCapture Il microscope?
A: a. Please check the all connection of all necessary cable and adapter are right

b. Please check the power Led on ScopeCapture Il device is light.

c. Please put power switch on LED, then the illumination LEDs are light.

Q2. Why cannot work when connect to PC?

A: a. Check driver and ScopeCapture |l installation are completed.
b. The USB cable is connected correctly to ScopeCapture Il Microscope and PC USB Port
c. Please try to pitch all switches on varied status.

Q3. How to install ScopeCapture Il application and driver?
A: a. Do not connect USB cable to ScopeCapture |l Microscope before driver installation
completed.

b. Place installation CD into CD-Rom drive, select a right product name of “driver installation”.

Q4. How to connect “ScopeCapture 11”?

A: a. complete driver installation, connect USB cable to ScopeCapture Il Microscope, and then

22



Execute “ScopeCapture II” application Program.
b. Please check: open ScopeCapture lI->setting to see if “Device name” item has an optional

device.

Q5. How to uninstall driver and ScopeCapture Il software?
A: In order to uninstall driver and ScopeCapture Il software, click on the uninstall utility from the

Start button ->Control Panel -> Add or Remove Programs.

Q6. When connecting to PC, why the real-time display is slow or unsmooth?
A: a. Probably your PC’s configuration is not sufficient enough. Please check the Recommended PC
specification as mentioned in this User’s Manual.
b. Probably your PC’s CPU or memory is overloaded by executing too many applications
software. Try to shut down other applications and restart your PC to release the memory.
c. Probably your system has being attacked by virus, which may dramatically degrade your

system’s performance.
Q7. What should we do, if ScopeCapture Il Microscope is not working normally?

A: a. Please restart the system by disconnecting all the cables from ScopeCapture Il Microscope,

Wait for about 10 sec., re-connecting the cables to restart.
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